
Satisfy Professional's Needs

Cordless Impact Driver
DTD170

rpm second

Quick screw 
driving at 
top speed

Slow and 
steady start

Full 
trigger

Auto 
acceleration

Shortest body + Well balancedA-mode (Assist mode)

117mm

6 tightening modes for various applications

More compact & 
Higher efficiency
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Capacity

Impacts Per Minute(IPM) 
No Load Speed(RPM)
Max tightening torque
Dimensions (L x W x H) 
Max output
Driving shank
Net weight

Machine screw : M4 - M8 (5/32" - 5/16")
Standard bolt : M5 - M16 (3/16" - 5/8")
High strength bolt : M5 - M14 (3/16" - 9/16")
Coarse thread (in length): 22 - 125mm (7/8" - 4-7/8")
Max: 0 - 3,800 / Hard: 0 - 3,600 / Medium: 0 - 2,600 / Soft: 0 - 1,100
Max: 0 - 3,600 / Hard: 0 - 3,200 / Medium: 0 - 2,100 /  Soft: 0 - 1,100
175N.m (1,550in.lbs)
117x79x236mm (4-5/8"x3-1/8"x9-1/4")
290W
6.35mm (1/4")
BL1820B : 1.2kg (2.7lbs)
BL1850B : 1.5kg (3.3lbs)

Belt Clip, Battery, Fast ChargerStandard Equipment : 

weight according to EPTA-Procedure 01/ver.2.1
Items of standard equipment and specifications may vary by country or area.

Cordless Impact Driver
DTD170

Variable Speed

Brake

Built-in Job Light

Electronic 4-Speed

Carrying Case

Reversing

BL1850B :  5.0Ah
BL1860B :  6.0Ah

BL1850B
*BL1815N : 1.5Ah

DC18RC
Fast Charger

DC18SD
Charger

with Battery fuel gauge

(*without Battery fuel gauge)

Power by 18V Li-ion battery

BL1820B :  2.0Ah

BL1840B :  4.0Ah
BL1830B :  3.0Ah

4 Stage impact power selection

T-mode (for self drilling screws) A-mode (assist mode) 

Battery fuel gaugeSelection
switch

ON/OFF  
switching of 
job light

Ergonomically designed handle with 
soft grip

One-touch bit installation

Twin LED job light with preglow 
and afterglow functions

Variable speed control by trigger

Phosphorescent bumper

Belt clip

Powered by 18V Li-ion batteries.

1 2 3 4

6 modes
■Option

Battery Protector

Tool catcher set 

designed to protect the battery cartridge 
from dust and dripping water in outdoor 
applications or harsh environments.

enables to hook the machine quickly on a 
snap hook of waist belt.

• Maintenance-free due to no brush 
• Energy production is more e�cient 

than brushed motor because of no 
friction loss caused by brushes, 
enabling to lower amperage for 
reduced heat production and 
increased work amount on a single
full battery charge.

Part No. 195798-3

Part No. 197043-2

Soft Medium Hard Max


