
Satisfy Professional's Needs

HM1205C
Demolition Hammer Adapted for

SDS-MAX bits

Enhanced chipping sensation to soft materials

HIGH PERFORMANCE



Standard Equipment : 

PRINTED IN JAPAN BD-AI

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Demolition
Accessories

Bull Point, Bit Grease, Side Handle

Continuous rating Input
Impacts per minute (ipm)
Dimensions (L x W x H)
Net Weight
Power supply cord

1,510W
950 - 1,900
576x128x265mm (22-3/4"x5"x10-3/8")
9.7kg (21,4lbs)
5.0m (16.4ft)

Demolition Hammer HM1205C  Adapted for SDS-MAX bits

Double Insulation

Variable Speed

SDS-MAX Shank

Constant Speed

Soft Start

Carrying Case

Items of standard equipment and speci�cations may vary by country or area.*weight according to EPTA-Procedure 01/2003
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Unrivalled high e�ciency and durability

12 bit angle settings

One-touch sliding chuck
for easy bit changes

Long size carbon brush
for extended service life

Soft grip
provides more comfort and control.

Increased repairability

Easy-to-operate slide switch

- Variable speed control by dial
- LED service light that indicates when to 
replace carbon brush

- LED power light that indicates trouble with 
the electric circuit

- Soft start for suppressing start-up reaction
- Constant speed control

Electronic with ;

D-shaped side handle

Adapted for SDS-MAX bits

with simpli�ed wiring and bit holding 
mechanism

swivels 360° to your desired position. 
8 di�erent settings (back and forth).


